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INSTALLATION INSTRUCTIONS
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CRESTLINE 48"CHANDELIER SERIES

HW KIT # 94-A40710

LIMITED 2-YEAR WARRANTY:  Avalanche Ranch Light Company warrants
that its products are free of defects in workmanship and materials for a
period of two years from date of purchase.  If within two years from date
of purchase any of its products are found defective in workmanship or
materials, Avalanche Ranch Light Company will repair or replace, at its
sole option, the defective product upon presentation of proof of
purchase and the defective product.

THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES INCLUDING,
WITHOUT LIMITATION, ANY IMPLIED WARRANTIES OF MERCHANTABILITY
OR FITNESS FOR A PARTICULAR PURPOSE.  Avalanche Ranch Light
Company’s liability under any warranty, whether express or implied, is
LIMITED SOLELY TO THE REPAIR OR REPLACEMENT OF THE DEFECTIVE
PRODUCT FOR THE DURATION OF THIS WARRANTY AND DOES NOT
INCLUDE LABOR OR OTHER CONSEQUENTIAL OR INCIDENTAL DAMAGES.

SECTION B - CHAIN HANGING INSTALLATION

1. Hold the fire plate (A) up to the ceiling so the center hole is
over the junction box with the nuts away from the ceiling.

2. Align the lag bolts (D) up with the holes on the fire plate
(A). Then drive the lag bolts into the rafters.

3. Thread the threaded pipes (C) into the nuts on the fire
plate.

4. Align the holes in the ceiling canopy (B) with the threaded
pipes (C) and secure the canopy to the fire plate (A) using
the rustic caps (E).

5. Lift the fixture up to the canopy (B) and attach open chain
links to the holes in the outer band. NOTE: Make sure the
fixture wire is aligned with the hole in the canopy.

6. Feed the fixture wire through the small hole in the canopy
7. Using the wire connectors (H) attach the black supply wire

with the smooth fixture wire and the white supply wire with
the grooved fixture wire.

8. Attach the supply ground wire with the fixture ground wire.
9. Hold the small lid (F) up to the center hole in the ceiling

canopy (B). Secure using the acorn nuts (G) provided.
10. Electricity can be now restored to the fixture.

PARTS LIST - SECTION B
A. Fire Plate for 48" Chandelier
B. Ceiling Canopy
C. Threaded Pipes (4)
D. Lag Bolts (4)
E. Rustic Caps (4)
F. Lid
G. Acorn Nuts (2)
H. Orange Wire Connectors (3)


