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1� 4o enSURe the SUCCeSS of the inStallation, Be SURe to ReaD theSe inStRUCtionS anD ReVieW the DiagRamS thoRoUghlY BefoRe Begin

- ning�2� !ll eleCtRiCal ConneCtionS mUSt Be in aCCoRDanCe With loCal CoDeS, oRDinanCeS, oR the .ational %leCtRiCal #oDe�  )f YoU aRe UnfamiliaR With methoDS of inStalling eleCtRiCal WiRing, SeCURe 

the SeRViCeS of a QUalileD liCenSeD eleCtRiCian�3� 4heSe lxtUReS aRe intenDeD to Be moUnteD to a minimUm 4v x 1-1�8v DeeP RoUnD oUtlet Box�  4he Box mUSt Be DiReCtlY SUP

-PoRteD BY the BUilDing StRUCtURe�4� BefoRe StaRting the inStallation, DiSConneCt the PoWeR BY tURning off the CiRCUit BReaKeR oR BY RemoVing the 

fUSe at the fUSe Box�  4URning the PoWeR off USing the 

light SWitCh iS not SUflCient to PReVent eleCtRiCal ShoCK�.O4%� 4he imPoRtant SafegUaRDS anD inStRUCtionS aPPeaRing in theSe inStRUCtionS aRe not meant to CoVeR all PoSSiBle ConDi

-tionS anD SitUationS that maY oCCUR�  )t mUSt Be UnDeRStooD 

that Common SenSe, CaUtion, anD CaRe aRe faCtoRS, WhiCh Can

-not Be BUilt into anY PRoDUCt�  4heSe faCtoRS mUSt Be SUPPlieD 

BY the PeRSon(S) CaRing foR anD oPeRating the lxtURe�

P!243 ,)34 - 3%#4)O. !!� &ixtURe WiRe 

B� OPen #hain ,inKS (6)

#� 3eCtionS of #hain ,inKS (3)

  -18 ,inKS foR the ,aRge

  -15 ,inKS foR the 3mall

$� (exagon 4oP !SSemBlY With CoRneR notCh

%� -iCa (olDeR

&� -aChine 3CReW anD WaSheR 3et 

'� !CoRn .UtS3%#4)O. ! - &)8452% !33%-B,91� BenD SWiVel, ConneCteD to DoWn light, So SoCKet iS PeRPenDiCU

-laR to gRoUnD�2� !ttaCh one oPen linK (#) to eaCh enD of the 3 SePaRate SetS of Chain (B)�  3� !ttaCh one of the enDS to the hole in the enD of the moUntain aRm�  $o thiS With the Remaining tWo PieCeS of Chain�  #loSe the Chain linKS (#) With a PaiR of PlieRS� 

4� !ttaCh the otheR oPen Chain linK (#) to the SiDe hole in the 
toP aSSemBlY ($)�  -atCh the Chain Set the lxtURe WiRe (!) 

Will RUn UP With the notCh in the toP aSSemBlY ($)�  .ote�  4he 

looP ShoUlD Be aWaY fRom the lxtURe�5� &eeD the lxtURe WiRe (!) UP the Chain SKiPPing eVeRY otheR linK�  #ontinUe feeDing the lxtURe WiRe (!) thRoUgh the notCh 

in the toP aSSemBlY ($)�  6� � 7 - 8 aRe inStRUCtionS foR attaChing the Bottom miCa holDeR�  )t iS ReCommenDeD that thiS Be Done afteR inStallation of the 

lxtURe to the Ceiling� PRoCeeD to SeCtion B�7� 'entlY lift the miCa holDeR (%) UP to the Bottom of the lxtURe�  4he Bottom miCa holDeR (%) Will ReSt on the inSiDe BanD�  4he 

CoRneRS of the inSiDe BanDS haVe notCheS�8� &Rom the inSiDe of the lxtURe, taKe the maChine SCReW anD WaSheR Set (&) anD SliP it thRoUgh the notCheS in the CoRneRS�  

4hen SliP it thRoUgh the holeS in the Bottom miCa holDeR (%)�  

3eCURe With the aCoRn nUtS (&) PRoViDeD�9� %leCtRiCitY maY noW Be ReStoReD�
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P281W$,1�5$1&+O,*+W,1* 4()3 W!22!.49 )3 ). ,)%5 O& !,, O4(%2 W!22!.4)%3 ).#,5$).', 
W)4(O54 ,)-)4!4)O., !.9 )-P,)%$ W!22!.4)%3 O& -%2#(!.4!B),)49 
O2 &)4.%33 &O2 ! P!24)#5,!2 P52PO3%�  -oUntain 2anCh ,ighting�S 
liaBilitY UnDeR anY WaRRantY, WhetheR exPReSS oR imPlieD, iS ,)-)4%$ 3O,%,9 
4O 4(% 2%P!)2 O2 2%P,!#%-%.4 O& 4(% $%&%#4)6% P2O$5#4 &O2 4(% 
$52!4)O. O& 4()3 W!22!.49 !.$ $O%3 .O4 ).#,5$% ,!BO2 O2 O4(%2 
#O.3%15%.4)!, O2 ).#)$%.4!, $!-!'%3�

,)-)4%$ 2-9%!2 W!22!.49�  -oUntain 2anCh ,ighting WaRRantS that itS 
PRoDUCtS aRe fRee of DefeCtS in WoRKmanShiP anD mateRialS foR a PeRioD 
of tWo YeaRS fRom Date of PURChaSe�  )f Within tWo YeaRS fRom Date of 
PURChaSe anY of itS PRoDUCtS aRe foUnD DefeCtiVe in WoRKmanShiP oR 
mateRialS, -oUntain 2anCh ,ighting Will RePaiR oR RePlaCe, at itS Sole oPtion, 
the DefeCtiVe PRoDUCt UPon PReSentation of PRoof of PURChaSe anD the 
DefeCtiVe PRoDUCt�  

PARTS LIST - SECTION B
A. Screw Collar Loop (1)
B. Large Washer Nut for Screw Collar Loop (1)
C. 1½” Threaded Pipe (1)
D. Canopy (1)
E. Cross bar (1)
F. Wire Connectors (2)
G. Machine Screws (2)
H. Green Ground Screw (1)

SECTION B - CHAIN HANGING INSTALLATION 
1. Determine the desired height of the fixture from the ceiling,  

remove or add chain links to adjust for this height.  Open chain 
links at the top and bottom of the chain to attach to the screw 
collar loop (A) and 1” loop .  USE LOOP TO SUPPORT 
CHAIN, NOT ELECTRICAL CORD.

2. Feed the brown cord and copper ground wire through chain, 
skipping every other link, and then through the center hole 
of the screw collar loop (A).  Attach the last link to the screw 
collar loop.

3. Unscrew the large washer nut (B) on the screw collar loop 
and move it down the chain toward the fixture.  

4. Feed the brown or black fixture wire and copper ground wire 
through the threaded pipe (C).  Thread the threaded pipe into 
the screw collar loop at one end 

5. Feed the chain through the rustic canopy (D), with the flat 
edge away from the fixture. Move it down the chain towards 
the fixture.

6. Thread the threaded pipe into the cross bar (E) at the other 
end - green ground screw (H) toward fixture.

7. Lift the fixture up to the ceiling outlet box.  Place the cross bar 
(E) on the ceiling box and secure with machine screws (G).

8. Pull out the power supply wire out of the ceiling outlet box.  
Using the wire conne@�  7 刀e cxtureswire out of 氀堀吀唀刀screw


